
COMPUTERIZED LAUCHING SYSTEM
Sequence and burst

- 16 Outputs
-  Modules can be linked infinitely
- Independent adjustment for each output (1/10 th of a sec.)
- Duration between each output : from 0,10" to  99' 59" 9/10th

- Output voltage (for lines) : 12 V DC and possibility of adding the "Automatical 
llLauching Board"  from 12 to 100 V DC
- The Wiring uses the new "Wago" connector, very flexible and aesy to use.
- Powered by a single independent 12 V DC.
- Programmation  : Direct by your P.C.
- Programmation memory  :  permanent.
-  All lines  controlled.
- All sequences controlled.
- Each module is identified on the field.
- Power on / off control.
- Capable of triggering any lauching system (start-impulse from 10 to 200 V.DC)
- Remote emergency cut-off system.
- Remote restart capable from the last triggered sequence.
- H.F.-radio triggering capable (by adding of a HF module)

Special price export :  228 Euros ( P.C. program inclued )

For More information, contact :
ARTS FRANCE : ��  B.P. 68 / 77983 Saint-Fargeau-Ponthierry Cedex

�� 33 (0) 1 60 65 27 27  �¬  33 (0)1 60 65 66 22 ��   www.artsfrance.com

Dimensions (in cm.) : 20 X 9.5 X 3 / weight : 370 gr (without batteries)


